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Bi·Koagulations·Pinzenen 
Bi·Coagulation·Forceps 
Pinzas pa1a la 
Pince pour la Bi·Coagulation 
Pinze per la 81-Coagulatione 

• •n 

16,0 <m/6114 XR 890/16A 
16,0 cml6'1•· XR 890116 C 
16,0 cmt6•1·· XR 890/16 E 
20,0 cm18· XR 890/20A 
20,0 cmts• XR 890/20 C 
20,0 cm18· XR 890120 E 
20,0 cm18· 
22,0 cm/8l1•· XR 890122 A 
22. o cmt83i4 XR 890122 C 

A=2,0mm 

D=0,5 mm E=Nadel 

• •n • •12 

XR89 1/16C XR 894116 C 
XR 891/16 D XR 894/16 D 
XR 89 1/16 E XR 894116 E 
XR 891/20A XR 894/20A 
XR 891120 C XR 894/20 C 

XR 89 1/20 F XR 894/20 E 
XR 894/20 F 

XR 89 1122 C XR 894122 D 
XR 894122 E 

C=1,0 mm 

f=Profil 

11,0 cm/4'•4 

nopa• 1nstruments 

-:: 
:: 

XR 895/20 C XR 896/20 C 

XR 895122 C XR 896/22 C 1 

• '11 , •n 

XR 898111 D XR 899/11 D 

XR 898/11 E XR 899/11 E 

XR 899/11 E 173 
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Kal~lditkabel 
rdre opllt r.hle 
Ca~~ fibra 6ptica 
Cfüe fibre optique 
Ca\00 fibra oniui 

Kaltlichtkabel·Grundkabel 
Basic fibre optic cable 

>> Zusätzliche Isolierung 
>> Metallspirale 
>> Silikonmantel 
>> Sterilisierbar 

XT 035118 
XT 035/23 
XT 035/30 

XT 045118 
XT 045/23 
XT 045/30 

XT 060/18 
XT 060/23 
XT 060/30 

XT 070/18 
XT 070123 
XT 070130 

nopa• 1nstrumente 

0 3,5 mm, 180 cm 
0' 3, 5 mm. 230 cm 
iil 3, 5 mm, 300 cm 

0' 4,5 mm, 180 cm 
0 4,5 mm, 230 cm 
0 4.5 mm, 300 cm 

0 6,0 mm. 180 Oll 

0 6.0 mm. 230 cm 
0' 6,0 mm, 300 cm 

.0 3,5 mm, 180 cm 
0 3,5 mm, BO cm 
0 3.5 mm. 300 cm 

>> Additionally insulated 
>> Metal spiral 
>> Silicon tube 
>> Autoclavable 

1 

XT 070130 177 
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Adapter 
Ac!<prer 
Ad.lptadcr 
ConnP.XIM 
Ac!anatcre 

XT 100/0 l 

XT 100/02 

XT 10010.~ 

XT 100104 

XT i00/05 

Projektor-Seite 
Projector side 

STORZ 

WOLF/HENKE-SASS 

ACM/HEINE 

WINTER+ IBE 

OPLYMPUS 

Endoskop-Seite 
Endoscope side 

STORZ/WINTER + IBE 
OPLYMPUS/STRYKER 

WOLF/HENKE-SASS 

ACMIHEINE 

Bestellinformation I Ordering information 

>> Bitte bestellen Sie Kaltlicht­
grundkabcl mit 2 Adaptern 

178 XT 100/01 

>> Please order the basic fibre 
optic cablc and two adaptcrs 

XT 10011 i 

XT 100/12 

XT 100/13 
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Kaltlidltqueilen 
Cold light lources 
Fuente de lu2 frfa 
lource a lumiere froide 
lorgente lu<!? fredda 

nopa· light halogen 2 X 250W 
future 100 

• 

nopalight halogen 2 x 250W 

Beschreibung XT 170100 

Die nopalight halogen 2 x 250 W Lichtquelle kann bei allen Einsätzen 
angewendet werden, besonders dann, wenn eine starke Ausleuchtung 
oder eine Videoaufzeichnung notwendig ist. 

Alle modernen Autoshutter-Videokameras werden mit ausreichender 
Lichtzufuhr versorgt. Die iweite Lampe wird als Reserve bei 
Lampendefekten oder Lampenausfall durch sofortiges Umschalten 
während den Einsätzen akto1ieft. 

Spezielle Wärmeschutzfilter sorgen für eine Schonung der Lichtleiter 
und eine optimale Lichtfiltrierung. Das Gerät ist MedGV-geprüft. 

Technische Daten 

Elektr. Versorgung: 100-240VACl50-60Hz 
Weltnetzteil 

Farbtemperatur: über 3500° K 

Lichtregelung: automatisch, stufenlos 

Maße 
(B x HxD 355 x 110 x 320 mm 

Gewicht: ca . 8,5 kg 

Zubehör 

Lampe XT 169/00: 250 Watt Halogen 

XT 170100 

XT 169100 

110 · 230VAC 

Ersatzlampe 
Spare bulb 
Bombilla de recambio 
Lampe de rechange 
Lampadina di ricambio 

nopalight halogen 2 x 250W 

Deso·iption XT 17 0100 

The nopalight halogen 2 x 250 W lightsource can be utilized in all 
procedures, especial~/ if a strong illumination or video-monitoring is 
required. 

All modern autoshutter-videoca meras will be supplied with sufficient 
light-intensity, the second lamp serves as stand-by. Simply switch-over. 

Special temperature-filters guarantee long life of light cables and 
optimal light output. The nopalight halogen 2 x 250 W lightsource is 
approved by M edGV. 

Technical data 

Power supply: 100-240 VACl50-60Hz 
world power supply 

Color temperature: more tha n 3500° K 

Light control: automatic 

Mea surements 
(Wx H x D) 355 x 11 0 x 320 mm 

Weight approx. 8,5 kg 

Accessories 

Bulb XT 169/00: 250 Watt Halogen 

u 

w 
<t 

1 

XT 170/00 179 


